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7 Dimensions

M7X112  Installation Dimensions

◆◆ M7X112 SAE Mounting, Side Port

◆◆ M7X112 ISO Mounting, Side Port

＊Dimensions in mm.

D(1)～ D(4) : Drain port 1-1/16 12UN-2B
a, b : Gauge port  9/16-18UNF-2B

D(1)～ D(4) : Drain port  G1/2
a, b : Gauge port  G1/4

Model Code：　M7X 112 A C 1 2 – A X X – ＊＊

Model Code：　M7X 112 A G 4 2 – A X X – ＊＊



ANSI B92.1a
(1-3/4in 13T 8-16DP)

DIN 5480
(W40x2x18x9g)

DIN 5480
(W50x2x21x9g)
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M7X series

7. Dimensions

M7X112 ＊Dimensions in mm.

◆◆  M7X112 Drain and Gauge Port
ANSI thread type (Code : 1,2)

symbol (1) (2) (3) (4) (5) (6)

Gauge port a.b 9/16-18 UNF-2B 25 15.6 2.5 15.5 12

Drain port D 1-1/16-12 UN-2B 41 29.2 3.3 19 15

Metric thread type (Code : 3)

symbol (1) (2) (3) (4) (5) (6)

Gauge port a.b M14×1.5 25 15.8 2.4 11.5 15

Drain port D M27×2 40 29.4 3.1 19 15

Parallel piping thread type (Code : 4)

symbol (1) (2) (3) (4) (5) (6)

Gauge port a.b G 1/4 25 15.6 2.5 15 15

Drain port D G 1/2 34 22.6 2.5 12.5 15

Flange port

Port thread type code d1 A B D

1 7/16-14 UNC-2B 27.8 57.2 25

2,3,4 M12 27.8 57.2 25

◆◆  Ｍ7X112 Shaft End
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M7X112 Inquiry Form
Please �ll in the line, or tick the box inside the bold frame.
Options with ★ are under development.

Variable Displacement Motor

Model Code
1 2 3 4 5 6 7 8 9 10

M7X 112 A - A X -

Items Model
Code No. Requirements Kawasaki feed back

Type of Rotary 3 A : Standard

Mounting Flange
and
Port Position

4

Mounting Flange Port Position

A : SAE J744, 4-bolt Mount Rear □ ★
B : SAE J744, 4-bolt Mount Side □ ★
E : ISO 3019-2, 4-bolt Mount Rear □
F : ISO 3019-2, 4-bolt Mount Side □ ★
G : SAE J744, 4-bolt Mount Upper Side □ ★
H : ISO 3019-2, 4-bolt Mount Upper Side □ ★

Port and Flange Fixing 
Thread 5

Type of Threaded Port Thread Type for Flange Port

1 : ANSI ISO11926 ANSI ASMEB1.1 □
2 : ANSI ISO11926 Metric ISO724 □
3 : Metric ISO6149 Metric ISO724 □
4 : Parallel Piping ISO228 Metric ISO724 □

Shaft End 6

Standard Speci�cation

2 : ANSI B92.1 1-3/4 in 13T 8/16DP □
6 : DIN 5480 W40×2×18×9g □
7 : DIN 5480 W45×2×21×9g □

Displacement Setting (cm3) 7 A : 112

Pressure
Nominal bar

Max. bar

Flow
Nominal  L/min

Max.  L/min

Optional Valve 8 X ： Without Any Optional Valve □　1 ： With Counter Balance Valve □ ★
Accessories 9 X : Without Any Accessory

Design Code 10 ＊＊ : 01～
Max. Speed min-1

Hydraulic Fluid ISO Grade, Brand

Oil Temperature Range ～　　　　　　　　　　　　　　　　　　　　°C
Oil Viscosity Range ～ 　　　　　　　　　　　　　　　mm2/s (cSt)

Comments (Other requirements) Operating condition, Duty cycle etc. (Describe your detail)

Request Volume Request Delivery Date Note

Date: Machine Model:

Application:

Customer Name: Motor Model:

Please fill the table to specify the requirements. 
Please contact us for any questions.
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M7X series
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Kawasaki Precision Machinery (UK) Ltd. 
Ernesettle Lane, Ernesettle, Plymouth, Devon, PL5 2SA United Kingdom
Phone +44-1752-364394   Fax. +44-1752-364816
http://www.kpm-eu.com

Kawasaki Precision Machinery (U.S.A.), Inc.
3838 Broadmoor Avenue S.E. Grand Rapids, Michigan 49512, U.S.A.
Phone +1-616-975-3100   Fax. +1-616-975-3103
http://www.kpm-usa.com

Kawasaki Precision Machinery (Suzhou) Ltd.
668 JianLin Rd, New District, Suzhou, 215151 China
Phone +86-512-6616-0365   Fax. +86-512-6616-0366

Kawasaki Precision Machinery Trading (Shanghai) Co., Ltd. 
17th Floor (Room 1701), The Headquarters Building, No168, XiZang Road (M), Huangpu 
District, Shanghai, 200001, China
Phone +86-21-3366-3800   Fax. +86-21-3366-3808

Kawasaki Chunhui Precision Machinery (Zhejiang) Ltd.
No.200 Yasha Road Shangyu Economic Development Zone, Shansyu, Zhejiang, 312300, 
China 
Phone +86-575-8215-6999   Fax. +86-575-8215-8699

Flutek, Ltd.
98 GIL 6, Gongdan-Ro, Seongsan-Ku, Changwon-Si, Kyungnam, 51567, Korea 
Phone +82-55-210-5900   Fax. +82-55-286-5557

Wipro Kawasaki Precision Machinery Private Limited
No. 15, Sy. No. 35 & 37, Kumbalgodu Industrial Area, Kumbalgodu Village, Kengeri Hobli, 
Bangalore, – 560074 ,India

Tokyo Head Of�ce
1-14-5 Kaigan, Minato-ku, Tokyo 105-8315, Japan
Phone +81-3-3435-6862   Fax. +81-3-3435-2023

Kobe Head Of�ce
Kobe Crystal Tower, 1-3 Higashikawasaki-cho 1-chome, Chuo-ku, Kobe 650-8680, 
Japan 
Phone +81-78-360-8607   Fax. +81-78-360-8609

Nishi-kobe Works
234, Matsumoto, Hasetani-cho, Nishi-ku, Kobe 651-2239, Japan
Phone +81-78-991-1160   Fax. +81-78-991-3186

Precision Machinery Company

OVERSEAS SUBSIDIARIES

http://www.khi.co.jp/kpm/
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